
 
 
 
 
 

 

The Life•line® Monitoring System 
 

Wireless Meter/Sensor Monitoring System 
for the Bruker 

RAID-M Chemical Agent Detector 

Features 
• Real-Time Secure Wireless 
• Simple Start/Stop Application 
• Strip Chart (Concentration vs. Time) Display 
• Audible/Visual Threshold Alarms 
• 4-5 hour operation using 3 AA batteries 
• Range of 400 Feet NON Line of Sight 
• Watertight Enclosure 
• Loss of Signal Notification 
• Low Battery Indication 
• Standards Compliant 802.11 Wi-Fi Radio 

Options 
• Range Extending MESH Repeater 
• Lifeline 2-Way Alerting and Evacuation 

System 
• High Gain Antennas 
• Lifeline Gateway – Cellular Internet 

Remote Display 

Applications 
• Entry Teams 
• Perimeter / Fence Post 

Monitoring 
• Environmental Surveys 
• Reconnaissance 

Safe Environment Engineering 
25061 Avenue Stanford, #30, Valencia CA 91355 

(661) 295-5500 FAX (661) 294-9246 
www.safeenv.com 

Bruker Daltonics NBC Detection Corp. 
40 Manning Road, Billerica, MA 01821 
(978) 663-3660 FAX (978) 667-5993 

www.bdal.com 


